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	S/N
	ITEM DESCRIPTION
	PARTS
	 

	
	
	PARTS QTY
	Condition
	PARTS COST PER UNIT ($) AFTER MARK UP
	TOTAL PARTS COST ($) AFTER MARK UP
	MAN-HOUR QTY

	1
	MATERIALS

	1.1
	Windscreen moulding
	1
	Necessary
	 
	 
	 

	1.2
	Windscreen sealant
	1
	Necessary
	 
	 
	 

	1.3
	Windscreen premier
	2
	Necessary
	 
	 
	 

	1.4
	Windscreen & door pillar
	1
	Dent
	 
	 
	 

	1.5
	L/H rear view mirror
	1
	unconfirm
	 
	 
	 

	1.6
	L/H rear view mirror end cap
	1
	Cut
	 
	 
	 

	1.7
	L/H door shell
	1
	Deform
	 
	 
	 

	1.8
	L/H dooe lower hinge
	1
	Bent
	 
	 
	 

	1.9
	L/H door upper hinge
	1
	Bent
	 
	 
	 

	1.10
	L/H door wire hardness
	1
	Damage
	 
	 
	 

	1.11
	L/H door locking mechansim
	1
	Jammed
	 
	 
	 

	1.12
	L/H door pillar
	1
	unconfirm
	 
	 
	 

	1.13
	L/H fender 
	1
	Dent
	 
	 
	 

	1.14
	L/H fender inner panel garnish
	1
	unconfirm
	 
	 
	 

	1.15
	L/H mud flap
	1
	unconfirm
	 
	 
	 

	1.16
	Front shock absorber
	1
	unconfirm
	 
	 
	 

	1.17
	Front lower arm
	1
	unconfirm
	 
	 
	 

	1.18
	Front knuckle arm
	1
	unconfirm
	 
	 
	 

	1.19
	Front knuckle arm bearing
	1
	unconfirm
	 
	 
	 

	1.20
	Front stabilizer bar
	1
	unconfirm
	 
	 
	 

	1.21
	Front stabilizer link
	1
	unconfirm
	 
	 
	 

	1.22
	Front Door Sensor Switch
	1
	unconfirm
	 
	 
	 

	1.23
	To supply Labour & Material to replace Bar Light
	1
	 
	 
	$1,890.00
	 

	 
	COSTING
	TOTAL PARTS COST 
	$1,890.00
	 

	 
	 
	 
	 
	 
	 
	 

	2
	SCOPE OF REPAIRS

	2.1
	Bar Light:
	 
	 
	 
	 
	7

	 
	Remove & Re-fix Bar light
	 
	 
	 
	 
	 

	 
	Reconnect all Wiring
	 
	 
	 
	 
	 

	2.2
	Roof top panel
	 
	 
	 
	 
	10

	 
	Remove & Re-install ceiling upholstery
	 
	 
	 
	 
	 

	 
	Panel beat roof top panel
	 
	 
	 
	 
	 

	 
	Putty & spray paint roof top panel
	 
	 
	 
	 
	 

	 
	Water seepage for roof top
	 
	 
	 
	 
	 

	2.3
	Window Pillar & door pillar 
	 
	 
	 
	 
	16.00

	 
	Remove & re-install windscreen 
	 
	 
	 
	 
	 

	 
	Replace windscreen moulding
	 
	 
	 
	 
	 

	 
	Cut, weld & replace windscreen pillar & door pillar
	 
	 
	 
	 
	 

	 
	Water seepage for windscreen
	 
	 
	 
	 
	 

	 
	Putty & spray paint windoscreen pillar & door pillar
	 
	 
	 
	 
	 

	2.4
	L/H rear view mirror
	 
	 
	 
	 
	1

	 
	Remove & replace L/H rear view mirror
	 
	 
	 
	 
	 

	 
	Replace L/H rear view mirror end cap
	 
	 
	 
	 
	 

	2.5
	Front bonnet
	 
	 
	 
	 
	4

	 
	Remove & replace front bonnet hinge
	 
	 
	 
	 
	 

	 
	Panel beat & align front bonnet
	 
	 
	 
	 
	 

	 
	to replace "POLICE" wording sticker(To be provided by AEMD)
	 
	 
	 
	 
	 

	 
	Putty & Spray paint front bonner ( 2 color )
	 
	 
	 
	 
	 

	2.6
	Front L/H door
	 
	 
	 
	 
	12

	 
	Remove & replace front L/H door shell
	 
	 
	 
	 
	 

	 
	Remove front L/H door part to new door shell
	 
	 
	 
	 
	 

	 
	Replace front L/H door upper & lower hinge 
	 
	 
	 
	 
	 

	 
	Cut, weld & repalce front L/H door pillar
	 
	 
	 
	 
	 

	 
	Replace front L/H door wire hardness
	 
	 
	 
	 
	 

	 
	Wiring for front L/H door
	 
	 
	 
	 
	 

	 
	Replace front L/H door locking mechanism
	 
	 
	 
	 
	 

	 
	Remove & Replace Front LH Door Sensor Switch
	 
	 
	 
	 
	 

	 
	To Replace "POLICE" Wording Sticker (To be provided by AEMD)
	 
	 
	 
	 
	 

	 
	Putty & spray paint front L/H door
	 
	 
	 
	 
	 

	2.7
	Rear L/H door
	 
	 
	 
	 
	4

	 
	Panel beat & align L/H centre door pillar
	 
	 
	 
	 
	 

	 
	Align rear L/H door
	 
	 
	 
	 
	 

	 
	To replace " POLICE CREST" Sticker ( To provide by AEMD)
	 
	 
	 
	 
	 

	 
	Putty & Spray paint rear L/H door (  3 colour )
	 
	 
	 
	 
	 

	2.8
	L/H Fender
	 
	 
	 
	 
	6

	 
	Remove & replace L/H fender
	 
	 
	 
	 
	 

	 
	Remove & replace L/H fender inner panel garnish
	 
	 
	 
	 
	 

	 
	Remove & repalce L/H mud flap
	 
	 
	 
	 
	 

	 
	Putty & spray paint L/H fender
	 
	 
	 
	 
	 

	2.9
	Front bumper
	 
	 
	 
	 
	4

	 
	Repair & align front bumper
	 
	 
	 
	 
	 

	 
	Puty & spray paint front bumper (2 colour)
	 
	 
	 
	 
	 

	3.0
	Front L/H tyre
	 
	Unconfirm 
	 
	 
	 

	 
	Remove & replace front shock absorber
	 
	 
	 
	 
	 

	 
	Remove & replace front lower arm
	 
	 
	 
	 
	 

	 
	Remove & replace front knuckle arm
	 
	 
	 
	 
	 

	 
	Remove & replace front knuckle arm bearing
	 
	 
	 
	 
	 

	 
	Remove & replace stabilizer bar
	 
	 
	 
	 
	 

	3.01
	Remove & replace front stabilizer link
	 
	 
	 
	 
	2

	 
	4 Wheel alignment
	 
	 
	 
	 
	 

	COSTING
	 
	TOTAL MAN-HOUR
	 
	66.00


Registration No. QX1021E

Vehicle Inspected By
YEANG WAI KEEN
Automotive Assessor
HO LEONG CHUAN

Automotive Assessor

	DISCLAIMER OF LIABILITY TO THIRD PARTIES:- This Report is made solely for the use and benefit of the Client named on the 

front page of this Report. No liability or responsibility whatsoever, in contract or tort, is accepted to any third party who may rely on the Report wholly or in part. Any third party acting or relying on this Report, in whole or in part, does so at his or her own risk.
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