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Enquire if Your Vehicle is Under Recall 

Vehicle Recall Details 

ONLY INFORMATION ON VEHICLE RECALLS SUBMITTED FROM 9 APRIL 2007 15 AVAILABLE

Owner ID Type 
Singapore NRIC 

Owner ID 

2831 

Vehicle No. 

SJY8264C

Make/Model 

HONDA/CIVIC 1.8L5AT

Engine No. 
R18A15000265 

Chassis No. 

JHMFD1630AS200066 

Recall Details

Recall No. R2015080142 

Manufacturer Recall Date: 

09 Jul 20155 

Estimated Completion Year of Recal 
2018 

Brief Description (As Provided by Motor Dealer): 

As results of investigating market returned parts, for specific types of driver SRS airbag inflators, some were 

confirmed to have wide ranges of density variations with propellants. Therefore, even though the cause has not 

be determined, since there is a risk of abnormal deployment when airbag is deployed, relevant inflators will be 

replaced with new parts as preventative action.

Date Rectihed: 

24 Jul 2017 

HotlineInformation

KAH MOTOR CO SHDN BHD at 68413838

For more detalls, contact KAH MOTOR COMPANY SDN. BERHAD. 



Recall No.: R2016070265 

Manufacturer Recall Date: 
09 Jun 2016 

Estimated Completion Year of Recall: 

2019 

Brief Description (As Provided by Motor Dealer): 

According to the equipment defect notfications filed by Takata, the propellant wafers in some of the subject
inflators may degrade over time, which could lead to over-aggressive combustion in the event the airbag is 

activated. In the event of an inflator rupture, metal fragments could pass through the airbag cushion material
possible causing serious injury or fatality to vehicle occupants. 

Date Rectined:

24 Jul 2017 

Hotline Information: 

KAH MOTOR CO SDN BHD at 68413838 

For more detal, contact KAH MOTOR COMPANY SDN. BERHAD. 

Recall No.: R2011070047 

Manufacturer Recall Date: 

25 Jul 2011 

Estimated Completion Year of Recall: 

2018 

Brief Description (As Provided by Motor Dealer): 

If the convex area on back of the water pump pulley tightening hole gets worn as is repeatedly subject to 

auxiliary belt load, the tightening bolt may come loose and eventually break, causing the auxiliary belt to 
detach, and power generation failure and cooling failure may result. Should this happen, the warning light 

would come on, the engine would stop and unable to restart. 

Date Rectifed: 

29 Dec 2011 

Hotline Information:

KAH MOTOR CcosDN.BHD at 68413838 

For more detalis, contact KAH MOTOR COMPANY SDN. BERHAD 
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